
ADVERTISEMENT FOR BIDS
City of Shelby

300 S Washington St  
Shelby, NC 28150

Sealed bids for the project entitled “Lincoln Street Storm Drain Improvement Project” will be received by the City of Shelby on July 14, 2026, at 1:00pm local time 
at the following location: 

824 W Grover Street
Shelby, NC 28150

The proposed work is generally described as follows:

Replacement of existing storm drainage structures and culverts (approximately 43 linear feet of 30-inch reinforced concrete storm drain pipe, 42 linear feet of 24-
inch reinforced concrete storm drain pipe, 25 linear feet of 12-inch HDPE, three (3) catch basins, one (1) new drop inlet, storm drain system tie-ins, grading, 
asphalt pavement repair, concrete repair, curb and gutter repair, erosion control, site stabilization, and all associated appurtenances required for successful 
project completion, as described in the Specifications and shown on the project drawings.

All bidders must be registered with Odom Engineering; copies of the Contract Documents may be obtained through: 
Odom Engineering

196 Oak Street
Forest City NC, 28043
Phone: 828-247-4495

Email: malarie@odomengineering.com

Electronic documents will be provided; however, there will be a non-refundable fee of $100.00 for each printed set of documents obtained (payable to Odom 
Engineering).  The Contract Documents may also be examined at Odom Engineering PLLC in Forest City, NC.

The Owner(s) will in no way be liable for any costs incurred by any bidder in preparation of its Bid.  

See plan details below:
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N.T.S

SITE

GENERAL NOTES:

CITY OF SHELBY - LINCOLN STREET
CITY OF SHELBY CLEVELAND COUNTY, NC

STORM DRAIN PLANS FOR

SHEET INDEX

LEGEND
OVERHEAD ELECTRICAL

NATURAL GAS

SANITARY SEWER

WATER

EXISTING STORM PIPE

PROPOSED STORM PIPE

PROPOSED CATCH BASIN

PROPOSED DROP INLET

PROPOSED STORM MANHOLE

SEWER MANHOLE

GIS PROPERTY LINE

MAJOR CONTOURS

MINOR CONTOURS

DEVELOPER:
CITY OF SHELBY
820 GROVER ST

 CLEVELAND COUNTY, NC 28151
704-484-6846

SHEET LIST TABLE

C-000 COVER

C-100 NOTES

C-200 EXISTING CONDITIONS

C-700 STORM PLAN & PROFILE

C-900 DETAILS

1. A MANDATORY PRE-CONSTRUCTION MEETING
SHALL OCCUR BEFORE ANY CONSTRUCTION
BEGINS. A REPRESENTATIVE FROM THE
CONTRACTOR'S OFFICE, ODOM ENGINEERING,
AND CITY OF SHELBY.

2. CONTRACTOR TO CALL CITY OF SHELBY AT
LEAST 48 HOURS PRIOR TO LAND DISTURBING
ACTIVITY IS TO BEGIN.

3. CONTRACTOR IS TO DO SELF-INSPECTIONS PER
'15A NCAC 04B .0131 SELF INSPECTIONS'. SEE
DETAIL SHEET.

4. GRADED SLOPES AND FILLS SHALL BE
PROTECTED WITH A ROLLED EROSION
CONTROL PRODUCT IF COMPLETED OUTSIDE
THE OPTIMUM GERMINATION SEASONS, WHEN
UNFAVORABLE WEATHER CONDITIONS
PREVENT ESTABLISHMENT OF VEGETATIVE
COVER.

5. CONTRACTOR TO CONTACT ENGINEER
IMMEDIATELY UPON DISCOVERING ANY
DISCREPANCIES IN THE FIELD NOT SHOWN ON
PLANS.

6. ANY ACTIONS OR COST INCREASE ABOVE AND
BEYOND CONTRACT WITH OWNER/DEVELOPER
SHALL BE APPROVED BY ENGINEER. ANY
ADDITIONAL WORK OR COST INCREASE
COMPLETED BY CONTRACTOR WITHOUT SAID
WRITTEN APPROVAL FROM ENGINEER, SHALL
BECOME CONTRACTORS FINANCIAL
RESPONSIBILITY AND NOT THE
OWNER/DEVELOPER.
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TEMPORARY & PERMANENT SEEDING SPECIFICATIONS + SEED BED PREPARATION NOTES

SEED BED PREPARATION:

1. SURFACE WATER CONTROL MEASURES TO BE INSTALLED ACCORDING TO
PLAN.

2. AREAS TO BE SEEDED SHALL BE RIPPED AND SPREAD WITH AVAILABLE
TOPSOIL  3" DEEP.  TOTAL SEEDBED PREPARED DEPTH SHALL BE 4"-6" DEEP.

3. LOOSE ROCKS, ROOTS, AND OTHER OBSTRUCTIONS SHALL BE REMOVED
FROM  THE SURFACE SO THAT THEY WILL NOT INTERFERE WITH
ESTABLISHMENT AND MAINTENANCE OF VEGETATION.  SURFACE FOR FINAL
SEEDBED PREPARATION, AT FINISH GRADES SHOWN, SHALL BE
REASONABLY SMOOTH AND UNIFORM.

4. IF NO SOIL TEST IS TAKEN, FERTILIZER AND LIME TO BE APPLIED ACCORDING
TO THE SEEDING SPECIFICATIONS. IN ADDITION, PROVIDE 15 LBS/1,000 SF
OF SUPERPHOSPATE.

5. IF SOIL TEST IS TAKEN, PROVIDE LIME AND FERTILIZER ACCORDING TO SOIL
TEST REPORT.

6. LIME AND FERTILIZER SHALL BE APPLIED UNIFORMLY AND MIXED WITH SOIL
DURING SEEDBED PREPARATION.

**SOIL TEST IS REQUIRED FOR SITES WITH OR ADJACENT TO STREAMS

GRADED SLOPES AND FILLS:

THE ANGLE FOR GRADED SLOPES AND FILLS SHALL BE NO GREATER THAN THE
ANGLE WHICH CAN BE RETAINED BY VEGETATIVE COVER OR ADEQUATE EROSION
CONTROL DEVICES OR STRUCTURES. IN ANY EVENT, SLOPES LEFT EXPOSED
SHALL, WITHIN 15 DAYS OF COMPLETION OF ANY PHASE OF GRADING, BE
PLANTED OR OTHERWISE PROVIDED WITH GROUND COVER, DEVICES, OR
STRUCTURES SUFFICIENT TO RESTRAIN EROSION.

GROUND COVER:

A GROUND COVER SUFFICIENT TO RESTRAIN EROSION MUST BE PLANTED OR
OTHERWISE PROVIDED WITHIN 15 WORKING DAYS ON THE PORTION OF THE
PROJECT AREA WHICH FURTHER ACTIVE CONSTRUCTION IS NOT BEING
UNDERTAKEN.

**NCDENR MAY REQUIRE ADDITIONAL EROSION CONTROL MEASURES AS
REQUIRED**

LAWNS:

EXISTING LAWNS THAT ARE DISTURBED SHALL BE REVEGETATED ACCORDING TO
THE ABOVE SPECIFICATIONS WITH THE FOLLOWING SPECIFICATIONS:
1. ONLY REBEL FESCUE SHALL BE APPLIED.
2. DO NOT USE ASPHALT EMULSION TACK COAT.

PERMANENT SEEDING

GRASS-LINED CHANNELS
KENTUCKY BLUEGRASS 20 LB/AC
RYE (GRAIN)                40 LB/AC
LIME                     RECOMMENDED RATE PER SOIL TEST
10-10-10 FERTILIZER         RECOMMENDED RATE PER SOIL TEXT
STRAW                     4000 LB/AC

ALL OTHER SURFACES
TALL FESCUE                100 LB/AC
SWITCHGRASS               8 LB/AC
SPLITBEARD BLUESTREAM 10 LB/AC
LIME    4000 LB/AC
10-10-10 FERTILIZER      RECOMMENDED RATE PER SOIL TEST
STRAW     4000 LB/AC

TEMPORARY SEEDING

SUMMER (MAY 15 - AUG 15)
GERMAN MILLET            40 LB/AC

FALL (AUG 15 - DEC 15)
RYE (GRAIN)               120 LB/AC

WINTER/EARLY SPRING (FEB 1 - MAY 15)
RYE (GRAIN)                120 LB/AC
KOREAN LESPEDEZA*     50 LB/AC

LIME RECOMMENDED RATE PER SOIL TEST
10-10-10   RECOMMENDED RATE PER SOIL TEST
STRAW       4000 LB/AC

*ONLY USE THE ANNUAL KOREAN LESPEDEZA (Kummerowia stipulaceae)
DO NOT USE SERICEA LESPEDEZA (Lespedeza cuneata)

SEEDING PROCEDURES:

1. APPLY SEED, AT THE RATES ABOVE, IN TWO INTERSECTING DIRECTIONS. RAKE IN LIGHTLY.
2. DO NOT SEED AREAS IN EXCESS OF THAT WHICH CAN BE MULCHED ON SAME DAY.
3. DO NOT SOW IMMEDIATELY FOLLOWING RAIN, WHEN GROUND IS TOO DRY, OR DURING
WINDY PERIODS.
4. ROLL SEEDED AREA WITH ROLLER NOT EXCEEDING 112 LBS.
5. IMMEDIATELY FOLLOWING SEEDING AND COMPACTING, APPLY MULCH TO A THICKNESS OF
1/8 INCHES.  MAINTAIN CLEAR OF SHRUBS AND TREES.
6. APPLY WATER WITH A FINE SPRAY IMMEDIATELY AFTER EACH AREA HAS BEEN MULCHED.
SATURATE TO 4 INCHES OF SOIL.
7. IF SOIL AMENDMENTS ARE TO BE USED, RECOMMENDED SOIL TEST BE CONDUCTED

SEED PROTECTION:

1. IDENTIFY SEEDED AREAS WITH STAKES AND STRING AROUND AREA PERIPHERY. SET STRING
HEIGHT TO 6 INCHES.
2. COVER SEEDED SLOPES WHERE GRADE IS 4 INCHES PER FOOT OR GREATER WITH EROSION
FABRIC.  ROLL FABRIC ONTO SLOPES WITHOUT STRETCHING OR PULLING.
3. LAY FABRIC SMOOTHLY ON SURFACE, BURY TOP END OF EACH SECTION IN 6 INCH DEEP
EXCAVATED TOPSOIL TRENCH.  PROVIDE 12 INCH OVERLAP OF ADJACENT ROLLS.  BACKFILL
TRENCH AND RAKE SMOOTH, LEVEL WITH ADJACENT SOIL.
4. SECURE OUTSIDE EDGES AND OVERLAPS AT 36 INCH INTERVALS WITH STAKES.
5. LIGHTLY DRESS SLOPES WITH TOPSOIL TO ENSURE CLOSE CONTACT BETWEEN FABRIC AND
SOIL.
6. AT SIDES OF DITCHES, LAY FABRIC LAPS IN DIRECTION OF WATER FLOW. LAP ENDS AND
EDGES MINIMUM 6 INCHES.

RIPARIAN BUFFER SEEDING SPECIFICATIONS + NOTES

RIPARIAN BUFFER SEEDING

SUMMER (MAY 15 - AUG 15)
INDIANGRASS (SORGASTRUM NUTANS)           15 LB/AC
LITTLE BLUESTEM (SCHIZACHYRIUM SCOPARIUM) 15 LB/AC

FALL (AUG 15 - DEC 15)
VIRGINIA WILDRYE  (ELYMUS VIRGINICUS            15 LB/AC

WINTER/EARLY SPRING (FEB 1 - MAY 15)
VIRGINIA WILDRYE (ELYMUS VIRGINICUS)       15 LB/AC

WETLAND
SHALLOW SEDGE (CAREX LURIDA) 10 LB/AC

LIME RECOMMENDED RATE OR 2000 LB/AC
10-10-10   RECOMMENDED RATE OR 750 LB/AC
STRAW       4000 LB/AC

RECOMMENDED LIVE STAKE SPECIES

BUTTONBUSH (CEPHALATHUS ACCIDENTALIS)
SILKY DOGWOOD (CORNUS AMAMUM)
RED OSIER DOGWOOD (CORNUS SERICEA C. STOLONIFERA)
BANKERS DWARF WILLOW (SALIX COTTETTI)

RIPARIAN BUFFER CONSTRUCTION SEQUENCE

1. IF DISTURBING WITHIN POND OR STREAM BANK, PLACE TOE PROTECTION
BOULDERS OR RIPRAP PRIOR TO SEEDING. SET BOULDERS/RIPRAP AT
ORIGINAL TOE OF BANK. BACKFILL TO ORIGINAL PROFILE. SEE DETAIL 11
ON SHEET 13 FOR RIPARIAN REPAIR DETAIL.

2. SEED DISTURBED AREA WITH RIPARIAN BUFFER SEED MIX

3. PLACE C125BN BIODEGRADABLE EROSION CONTROL MATERIAL OR
ENGINEER APPROVED EQUIVALENT FROM

4. DRIVE PILOT HOLES FOR LIVE STAKES ON 5' TRIANGULAR GRID, PLACE LIVE
STAKES PERPENDICULAR TO SLOPE, WITH AT LEAST 23 UNDERGROUND AND
BUDS UP. TAMP SOIL AND WATER AS NECESSARY

UTILITY GENERAL NOTES

1. A MANDATORY PRE-CONSTRUCTION MEETING SHALL OCCUR BEFORE ANY
CONSTRUCTION BEGINS WITH A REPRESENTATIVE FROM THE CONTRACTOR'S OFFICE,
ODOM ENGINEERING, AND THE CITY OF SHELBY.

2. CONTRACTOR TO CALL SHELBY AT LEAST 48 HOURS PRIOR TO LAND DISTURBING
ACTIVITY IS TO BEGIN.

3. CONTRACTOR IS TO DO SELF-INSPECTIONS PER '15A NCAC 04B .0131 SELF
INSPECTIONS'. SEE DETAIL SHEET.

4. GRADED SLOPES AND FILLS SHALL BE PROTECTED WITH A ROLLED EROSION
CONTROL PRODUCT IF COMPLETED OUTSIDE THE OPTIMUM GERMINATION SEASONS,
WHEN UNFAVORABLE WEATHER CONDITIONS PREVENT ESTABLISHMENT OF VEGETATIVE
COVER.

5. CONTRACTOR TO CONTACT ENGINEER IMMEDIATELY UPON DISCOVERING ANY
DISCREPANCIES IN THE FIELD NOT SHOWN ON PLANS.

6. ANY ACTIONS OR COST INCREASE ABOVE AND BEYOND CONTRACT WITH
OWNER/DEVELOPER SHALL BE APPROVED BY ENGINEER. ANY ADDITIONAL WORK OR
COST INCREASE COMPLETED BY CONTRACTOR WITHOUT SAID WRITTEN APPROVAL
FROM ENGINEER, SHALL BECOME CONTRACTORS' FINANCIAL RESPONSIBILITY AND NOT
THE OWNER/DEVELOPER.

7. PROPERTY LINES AND RIGHT-OF-WAYS ARE APPROXIMATE.  ALL WORK SHALL BE
COMPLETED WITHIN CONSTRUCTION EASEMENTS OR RIGHT-OF-WAYS.

8. SIZE, DEPTH, AND LOCATION OF UTILITIES ON THE PLANS ARE APPROXIMATE UNLESS
OTHERWISE NOTED.  CONTRACTOR TO FIELD VERIFY.

9. THE CONTRACTOR SHALL VERIFY THE SIZE, DEPTH AND LOCATION OF ALL UTILITIES
PRIOR TO CONSTRUCTION AND IS RESPONSIBLE FOR ANY UTILITY DAMAGE.

10.ALL CUTS IN PAVED SURFACES SHALL BE SAW CUT AND NEATLY RESURFACED.

11.ALL WORK WITHIN NCDOT AND/OR LOCAL MAINTAINED ROADS AND RIGHT-OF-WAYS
SHALL BE CONDUCTED IN ACCORDANCE WITH NCDOT/CITY/TOWN POLICIES AND
PROCEDURES.

12.ALL DISTURBED DITCHES SHALL BE STABILIZED WITH NAG SC125 OR EQUIVALENT
SINGLE STRAW MATTING.

13.EXCAVATED MATERIAL SHALL BE STOCKPILED UPGRADIENT OF TRENCHES
WHENEVER POSSIBLE.

14.PROVIDE DROP INLET PROTECTION AS REQUIRED IN DISTURBED AREAS.

15.DRIVEWAYS AND/OR SIDEWALKS SHALL BE RESTORED WITH LIKE MATERIALS. 
CONCRETE DRIVEWAYS REPLACED TO THE MINIMUM OF 6-INCH THICKNESS AND
SIDEWALKS SHALL BE 4-INCH THICKNESS UNLESS OTHERWISE NOTED.

16.THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL AND REPLACEMENT
OF ALL EXISTING PAVEMENT, DRIVEWAYS, GRAVEL ROADWAYS, CULVERTS, CULVERT
HEADWALLS, FENCES, SIGNS, MAILBOXES AND OTHER MISCELLANEOUS ITEMS WHERE
REQUIRED TO COMPLETE CONSTRUCTION.

17.VERTICAL SEPARATION OF AT LEAST 18" SHALL BE MAINTAINED BETWEEN WATER
AND SEWER MAINS AT ALL TIMES IN ACCORDANCE WITH RULE .0906

18. VERTICAL SEPARATION OF AT LEAST 12" SHALL BE MAINTAINED BETWEEN WATER AND
ALL OTHER (NON SEWER) UTILITIES AT ALL TIMES IN ACCORDANCE WITH RULE .0904
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SS LINE TO AVOID;
CONTRACTOR TO VERIFY

DEPTH AND LOCATION

SS LINE TO AVOID;
CONTRACTOR TO VERIFY

DEPTH AND LOCATION

NEW DI 1
RIM:868.00

NEW CB 1
RIM:870.20

NEW CB 2
RIM:868.69

NEW SDMH 1 (MAKE FLUSH WITH CONCRETE)
RIM:868.29

TIE EXISTING
15" RCP INTO
NEW CB2

TIE EXISTING 32" CMP INTO
NEW STORM DRAIN MANHOLE
AND WORK WITH THE INVERT

TO GET EVEN FLOW THROUGH TIE EXISTING 18" CMP
INTO NEW CB 1

NEW CB 3
RIM:869.09

REPLACE EXISTING 12" CMP
WITH 12" HDPE IN SAME PLACE

REPAIR 32 LF OF
CONCRETE CURB & GUTTER

POSSIBLE STORM
DRAIN EASEMENT AREA

CONTRACTOR TO PLACE
NEW CULVERT PIPE SO THAT

IT FLOWS INTO THE EXISTING PIPE

REPAIR 45 LF OF
CONCRETE CURB & GUTTER

Alignment - (UPDATED LINCOLN)

NEW
 RC

P 2
4

42 LF
 @

 7%

NEW RCP 30
43 LF @ 0.6%

EXIST. CMP 32

NEW SDMH 1 (MAKE FLUSH WITH CONCRETE)
RIM: 868.29

INVERT IN: 862.67 (NEW CB 2)

NEW CB 2
RIM: 868.69
INVERT IN: 864.32 (NEW CB 1)
INVERT OUT: 862.96 (NEW SDMH 1 (MAKE FLUSH WITH CONCRETE))

NEW CB 1
RIM: 870.20

INVERT OUT: 867.25 (NEW CB 2)

AVOID SEWER LINE;
CONTRACTOR TO VERIFY
DEPTH AND LOCATION
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